
Part # Description 
CBL-PC-PUMP-7 7’ Pump network primary cable 
CBL-PC-PUMP-25 25’ Pump network primary cable 

Contents: 

1) Computer to network adapter (Figure 2). 

2) 25 pin to 9 pin adapter (Figure 3): (Optional). 

3) Network cable, 7’ or 25’ (Figure 1). 

Figure 1:  Network Cable (7' or 25') 
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Figure 2: Computer to Network Adapter  

Figure 3:  25 Pin to 9 Pin Adapter  (Optional) 
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RS-232 pump network primary cable



Instructions: 

1) Attach either end of the “Network Cable” (Figure 1) to the “Network Adapter” (Figure 2) 
RJ-11 connector. 

2) Select the serial communications port to be used on the computer.  If the port to be used is a 
25 pin port, the “25 pin to 9 pin adapter” (Figure 3) will be needed.  Otherwise, if a 9 pin port 
is used, the “25 pin to 9 pin adapter” will not be needed.  This is an optional adapter included 
upon request. 

3) If the “25 pin to 9 pin adapter” is being used, attach the 9 pin connector on the Network 
Adapter to the 9 pin connector (smaller connector) of the “25 pin to 9 pin adapter”.  Secure 
the two pieces using the thumbscrews. 

4) Turn power off to all devices before attaching cables. 

5) Attach the 9 or 25 pin connector of the cable assembly to the serial port of the computer or 
USB converter cable.  Secure the cable using the thumbscrews. 

6) Attach the “Network cable” to the “To Computer” connector of the pump. 

7) Refer to the pump's User's Manual to setup the baud rate and network address.  The computer 
and pump must have the same baud rate. 

8) USB:  The cable can be attached to a USB to RS-232 converter cable. Part # CBL-USB232. 
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CBL-PC-PUMP

KF Technology Srl - Via Amedeo Bocchi, 84/8 - 00125 Roma - Italy 
Ph: +39 06.454.34.179 - Mobile: +39 339.533.03.22 - Fax +39 06.972.53.131 - Skype: kft2002

info@kftechnology.it - www.kftechnology.it


